The following Specifications ang requirements for curbing of Cemetery plots at the big Meadow, Lone
Mountain, ang Unionville Cemeteries as cat by the Pershing County Commissioners.

PLEASE SEE ACCOM PANING DIAGRAMS

Any variations or alterations of these requirements muyst receive prior written approval and inspection
before Pouring of concrete by either the Cemetery Persona] or Pershing County Buildings ang Grounds,

All Cemeteries have heen surveyed ang

plots designated S0 personnel can assist with the location and
layout of your plot (s).

All burials must e located and approved by Cemetery Personnel in order to maintain records and
Cemetery Maps.

Any excess concrete can not be left at the Cemetery and myst pe disposed of properly.

The Pershing Courity Cemetery Boarg and /aor Pershing County Buildings and Grounds reserye the right
to change the design for any proposed curbing.

Thank you for your cooperation in helping to keep our Cemeteries clean and looking nice.

PERSHING counTy CEMETERY BOARD

Cemetery Office (775) 273-3834

Pershing County Buildings ang Grounds (775) 273-2000
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NOT TO SCALE

Two steel reinforcing rods placed equal distance apart on
all curbing.

Concrete cap placed over the top will be 4inches thick
with 4inch by 4inch wire mesh inside the concrete.

If fencing is placed around the piot, it must be chain link

type, 36 high. The ends must removable for maintainance.

Sinches of the curbing must be below ground level.

Hkm

PERSHING COUNTY CEMETERY

BO0ARD



